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NOTE: SPM-NM50-M11 model shown. 
Models for different radios may appear slightly different.

3.5 MM EARPHONE JACK
This jack is used to connect an (optional) 
wired listen-only earphone to the remote 
microphone for enhanced privacy.

PTT BUTTON
This button is used to activate 
the push-to-talk feature of the 
two-way radio.

FRONT-FACING SPEAKER
Received calls are heard over this speaker. 
The volume level is set using the volume controls 
on the two-way radio.

MICROPHONE
This high sensitivity electret microphone picks up the user’s voice audio when 
sending a call. Mic audio is processed using Intelligent Active Noise-Canceling 
to remove background noise.

COILED CABLE / 
RADIO CONNECTOR
Cable and connector are used 
to attach the microphone 
to the two-way radio.

CLOTHING CLIP
The alligator-type clip secures the Remote 
microphone to the user’s clothing during use. 
The clip can be rotated to allow the Microphone 
to be better positioned.

 PRYME NoiseMaster™ SPM-NM50 Series
Advanced Intelligent Active Noise-Canceling Remote Speaker Microphone
FOR USE WITH PORTABLE 2-WAY RADIOS: The PRYME NoiseMaster™ SPM-NM50 microphone provides 
the user with clear voice communications. even in high-noise environments using advanced intelligent 
active noise cancellation technology to filter out and remove background noise.

NEW FOR 2024!

OPTIONAL EARPHONES
Although the remote microphone has a built-in speaker for listening to 
received calls, some users may prefer to use a listen only earphone for 
enhanced privacy. The accessory jack on the remote microphone will 
accept any mono earphone with a 3.5 mm audio plug. When an 
earphone is used, the front-firing speaker is disabled.


